
Wake-Up By PCI Card on the KPC Using Windows 
   
If you wish to use this functionality, you would ne ed to have a PCI Network Card.   
Keep in mind that this device must support Wake-Up by PCI Card or it will not work. 
   
To enable Wake-up by PCI Card on the computer, foll ow these steps:  
   
--Reboot your computer 
--Tap the DEL key to go into the BIOS.  
--In the BIOS, navigate to the Power Management Set up. 
--Enable Wake-Up by PCI Card 
--Quit and Save the BIOS. 
--If you are using an external PCI NIC Card, connec t a PCI NIC Card. 
--Go into the BIOS and enable Wake-on-by-PCI, quit and save the BIOS. 
   
Please be advised that in order for this to work, t he PCI Device or NIC that you are  
using must support Wake-up by PCI. 
   
In order to test these capabilities please follow t he steps below: 
 
 
 
WINDOWS VISTA 
1. Click on Start Menu and go into 
Control Panel. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
2. In Control Panel, double-click 
Network and Sharing Center. 
 

 
 
 
 
 
 
 
 
 
 
 
 



3. In Network and Sharing Center, 
click on Manage Network Connections.  
 
 

 
 
4. The Network Connections window will 
open up. 
 

 
 

 
 
 
 
 

5. Highlight and Right click on “Local 
Area Connection.” 
 
 

 
 
6. On the pop up menu, click on 
Properties. 
 

 
 

 
 
 
 
 



7. The Local Area Connections 
Properties window pops up. 
 

 
 
8. Click on Configure, under the  
particular NIC card used. 
  

 
 

 
 
 
 
 

9. The Ethernet Controller Properties 
box for your NIC pops up. 
 

 
 
10. Click on the, Advanced, tab. 
 
 

 
 
 
 
 
 
 



11. On the left window "Property," 
select "Wake From Shutdown."  
 

 
 
12. On the right window "Value," 
select "ON."  
 
 

 
 
 
 
 
 
 

13. On the left “Property,” window, 
select “Wake Up Capabilities.”  
 

 
 
14. On the right window, “Value,” 
select "Magic Packet,” or “Magic 
Packet & Pattern.” 
 

 
 
 
 
 
 
 



15. Click on the Power Management tab.  
 

 
 
 
16 Check the, “Allow this device to 
wake the computer,” checkbox.  
 

17. Click OK. 
 

 
 
 
 
 
 
 
 
 

After you are done with 
the, above, steps your 
system should be able to 
wake up from a remote 
point via Ethernet. If it 
does not, then your 
system may not be on the 
same subnet or your 
firewall may be blocking 
you. From another 
computer you can then try 
to wake up the system 
over the network.  


