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PRODUCT SPECIFICATIONS

Support Skylake 95W Core i3/i5/i7 LGA 1151 CPU processor

Intel® 2170 Express chipset

DDR4 2133MHz support *4, Dual channel up to 64GB (16GB x 4)

Integrated in CPU

Realtek ALC892 7.1 channel High Definition Audio

Intel Chip i219LM

10Mb/s,100Mb/s,1Gb/s operation

SATA 3.0 (6.0Gb/s) interface

(2) 4 Pin fan connector

(4) SATA 6.0 connectors

(1) ATX main power (20 Pin)
(1) ATX main power (4 Pin)
(1) RS232 header

(2) USB 3.0 Port
(1) External microphone jack
(1) External headphone jack

6) USB 3.0 Port

1) eSATA Port

) Line in jack

) Line out jack

) Side surround out jack
) Rear surround out jack
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(4) 3.5" HDD bay

13(L) x 8.5(W) x 7.8(H) inches

80 Plus 500W power supply
Input:100 - 240V AC

XPC Multi-Language quick guide

XPC DVD Driver
Heat-sink compound

(1) PCI-E X16 slot
(1) PCI-E X4 slot

Windows 7 & Embedded series O.S
Windows 8.1 & Embedded series O.S

Support Wake-ON-LAN function

(1) Low Pin Count header
(1) Front USB3.0 header
(1) Front AUDIO header
(1) Front USB2.0 header
(1) 2x5 pin USB header

Power button
HDD LED

(1) Center bass out jack
(1) LAN

(1) CMOS clear button
(2) DisplayPort

(1) HDMI Port

Support 80 PLUS silver

SATA cable x 4
Power cord
Screw package

(1) M.2 MAX to 2280 type M key socket
(1) Mini-PCIE (Short) socket

Windows 10 & Embedded series 0.S
Linux

For more information on all products, please contact us at sales@us.shuttle.com or 626.820.9000
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